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explosives and detonators). In under-
ground structures lighting circuits
shall consist of cables installed on
insulators or insulated wires installed
in metallic conduit or metallic armor.

§ 75.523 Electric face equipment;
deenergization.

[STATUTORY PROVISION]

An authorized representative of the
Secretary may require in any mine
that electric face equipment be pro-
vided with devices that will permit the
equipment to be deenergized quickly in
the event of an emergency.

§ 75.523–1 Deenergization of self-pro-
pelled electric face equipment in-
stallation requirements.

(a) Except as provided in paragraphs
(b) and (c) of this section, all self-pro-
pelled electric face equipment which is
used in the active workings of each un-
derground coal mine on and after
March 1, 1973, shall, in accordance with
the schedule of time specified in para-
graphs (a) (1) and (2) of this section, be
provided with a device that will quick-
ly deenergize the tramming motors of
the equipment in the event of an emer-
gency. The requirements of this para-
graph (a) shall be met as follows:

(1) On and after December 15, 1974, for
self-propelled cutting machines, shut-
tle cars, battery-powered machines,
and roof drills and bolters;

(2) On and after February 15, 1975, for
all other types of self-propelled electric
face equipment.

(b) Self-propelled electric face equip-
ment that is equipped with a substan-
tially constructed cab which meets the
requirements of this part, shall not be
required to be provided with a device
that will quickly deenergize the
tramming motors of the equipment in
the event of an emergency.

(c) An operator may apply to the Di-
rector of Technical Support, Mine
Safety and Health Administration, De-
partment of Labor, 4015 Wilson Boule-
vard, Arlington, Va. 22203 for approval
of the installation of devices to be used
in lieu of devices that will quickly de-
energize the tramming motors of self-
propelled electric face equipment in
the event of an emergency. The Direc-
tor of Technical Support may approve

such devices if he determines that the
performance thereof will be no less ef-
fective than the performance require-
ments specified in § 75.523–2.

[38 FR 3407, Feb. 6, 1973, as amended at 39 FR
27557, July 30, 1974; 43 FR 12320, Mar. 24, 1978;
47 FR 28096, June 29, 1982]

§ 75.523–2 Deenergization of self-pro-
pelled electric face equipment; per-
formance requirements.

(a) Deenergization of the tramming
motors of self-propelled electric face
equipment, required by paragraph (a)
of § 75.523–1, shall be provided by:

(1) Mechanical actuation of an exist-
ing pushbutton emergency stopswitch,

(2) Mechanical actuation of an exist-
ing lever emergency stopswitch, or

(3) The addition of a separate
electromechanical switch assembly.

(b) The existing emergency
stopswitch or additional switch assem-
bly shall be actuated by a bar or lever
which shall extend a sufficient distance
in each direction to permit quick
deenergization of the tramming motors
of self-propelled electric face equip-
ment from all locations from which the
equipment can be operated.

(c) Movement of not more than 2
inches of the actuating bar or lever re-
sulting from the application of not
more than 15 pounds of force upon con-
tact with any portion of the equipment
operator’s body at any point along the
length of the actuating bar or lever
shall cause deenergization of the
tramming motors of the self-propelled
electric face equipment.

[38 FR 3406, Feb. 6, 1973; 38 FR 4394, Feb. 14,
1973]

§ 75.523–3 Automatic emergency-park-
ing brakes.

(a) Except for personnel carriers, rub-
ber-tired, self-propelled electric haul-
age equipment used in the active work-
ings of underground coal mines shall be
equipped with automatic emergency-
parking brakes in accordance with the
following schedule.

(1) On and after May 23, 1989—
(i) All new equipment ordered; and
(ii) All equipment originally fur-

nished with or retrofitted with auto-
matic emergency-parking brakes which
meet the requirements of this section.
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